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MOWARD COUNTY, MARYLAND
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GENERAL NOTES:

1. SUBJECT PROPERTY IS LOCATED ON TAX MAP 41 AND

46, PARCEL 2.

PLAT REFERENCE:

PRESENT ZONING IS: R-20 (RESIDENTIAL-SINGLE).

MINIMUM SETBACKS: :

FRONT: 50' (LOTS >'20,000 S.F.)

40' (LOTS < 20,000 S.F.)
SIDE: 30' (FROM PUBLIC R/W)
10"
REAR: 30° _

5. TYPICAL HOUSE DIMENSIONS, SCHEMATIC PROFILE,
DETAILS, SEDIMENT CONTROL NOTES AND
SPECIFICATIONS CAN BE FOUND ON SHEET 4 OF 4.

6. SITE ANALYSIS:

A. TOTAL NUMBER OF LOTS: 2% -
B. TOTAL AREA OF LOTS: 10.22 AC.%

7. STREET TREES WILL BE PROVIDED UNDER F-87-14 BY
THE OWNER — HAMMOND HILLS ASSOCIATES LIMITED
PARTNERSHIP. -

8. THE CONTRACTOR OR DEVELOPER SHALL CONTACT THE
CONSTRUCTION INSPECTION DIVISION, 24 HOURS IN
ADVANCE Of COMMENCEMENT OF WORK @ 792-2630.

9. EXISTING TOPOGRAPHY SHOWN WAS PROVIDED BY
RIEMER GROUP, INC., 3105 HEALTH PARK DRIVE,

\ ELLICOTT CITY, MARYLAND 21043.

N
[ I )

CONSTRUCTION SEQUENCE:

1. OBTAIN GRADING PERMIT. INSPECT EXISTING SEDIMENT
TRAPS AND MAKE ANY NECESSARY REPAIRS OR MAINTENANCE T0
THE TRAPS PRIOR TO BEGINNING ANY WORK SHOWN HEREON.

2. COg;;RUCT STONE CONSTRUCTION ENTRANCE FOR LOTS. :

3. IN LL STRAW BALE DIKE OR SILT FENCE ON LOTS AS

REQUIRED.

CLEAR AND GRUB HOUSE SITES TO SUBGRADE. : .

EXCAVATE FOR FOUNDATIONS AND BEGIN HOUSE CONSTRUCTION. '

SEDIMENT SHALL BE REMOVED FROM THE SEDIMENT TRAPS WHEN

THE CLEANOUT ELEVATION HAS BEEN REACHED.

THE CONTRACTOR SHALL INSPECT AND PROVIDE NECESSARY

MAINTENANCE ON THE SEDIMENT AND EROSION CONTROL

STRUCTURES SHOWN HEREON, AFTER EACH RAINFALL AND ON A

DAILY BASIS.

8. THE SEDIMENT TRAP SHALL BE DEWATERED BY PUMPING. THE
SEDIMENT FROM THE TRAPS SHALL BE PLACED UP-GRADE FROM
THE SEDIMENT TRAPS IN SUCH A MANNER AS NOT TO INTERFERE
WITH CONSTRUCTION OPERATIONS OR CAUSE EROSION DOWNGRADE
FROM THE SEDIMENT TRAPS.

9. STORM DRAINS MUST EMPTY INTO SEDIMENT TRAPS.

10. REMOVE SEDIMENT FROM ROADWAYS AND DRESS STONE

CONSTRUCTION ENTRANCE AS REQUIRED.
11. FINE GRADE LOTS AND STABILIZE. INSTALL DRIVEWAYS AND
SIDEWALKS. : :

12. REMOVE STRAW BALE DIKE OR SILT FENCE AND STABILIZE.

13. AFTER PERMISSION HAS BEEN GIVEN BY SEDIMENT CONTROL

INSPECTOR, BACKFILL SEDIMENT TRAPS. STORM DRAIN

CONSTRUCTION WILL BE COMPLETED AFTER CONTRIBUTING

DRAINAGE AREAS ARE STABILIZED AND TRAPS HAVE BEEN

REMOVED. STABILIZE ALL REMAINING DISTURBED AREAS WITH

PERMANENT SEEDING MIXTURE AND STRAW MULCH.

OWNER
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HAMMOND HILLS ASSOCIATES LIMITED PARTNERSHIP
SUITE 210

\ 9030 RED BRANCH ROAD

COLUMBIA, MARYLAND 21045

TELEPHONE: 740-3323

DEVELOPER

RYAN HOMES INC.

SUITE 215

14440 CHERRY LANE COURT
LAUREL, MARYLAND 20707
TELEPHONE: 498-4300

FagrTrewsu e

Poottom Dirmensions: 27 74’
F ENGINEER'S CERTIF IGATE DEVELOPER'S CERTIF ICATE EVIEWED FOR HOWARD SOIL CONSERVATION ROVED: OFFICE,OF PLANNING AND ZONING APPROVEDZ-?:E:AI;TDBAEE;T OETEUF?ECSSSE:SAND SToRM DRAINAGE
HNICAL REQUIREMENTS J
faa | HEREBY CERTIFY THAT THIS PLAN FOR EROSION AND SED- " DISTRIZES AND MEETS TEC , SYSTEMS AND\ROADS.
. |/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION S“S" e SoveLoPUENT  FLAM
' IMENT CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN WILL BE DONE ACCORDING TO THIS PLAN OF DEVELOPMENT AND PLAN V-29_-87 S-|- ) DEVELQPME L AN
BASED ON MY PERSONAL KNOWLEDGE OF THE SITE CONDITIONS FOR EROSION AND SEDIMENT CONTROL AND THAT ALL RESPONSIBLE - B )
FISHER.COLLINS & CARTER, INC. PERSONNEL INVOLVED IN THE CONSTRUCTION PROJECT WILL HAVE A . SOIL CONSERVATTON SERVICE DATE DAT DTRECTOR, DATE HAMMOND HlllS
) , L] AND THAT IT WAS PREPARED IN ACCORDANCE WiTH THE REQUIRE- CERTIFICATE OF ATTENDANCE AT A DEPARTMENT OF NATURAL ;‘5:'8 SEcTIoN T CTINE
MENTS OF TWGwWARD SOIL CONSERVATION DISTRICT RESOURCES APPROVED TRAINING PROGRAM FOR THE CONTROL OF SED- THIS DEVELOPMENT IS APPROVED FOR EROSION AND LTS S5 THZL A
_.*.eI ne A ' IMENT AND EROSION BEFORE BEGINNING THE PROJECT | ALSO EDIMENT CONTROL BY THE HOWARD SOIL CONSERVATION DATE « S\ -8

\ .
CIVIL:ENGI‘NEERS 8 LAND SURVEYORS
8388 COURT AVENUE

ELLICCTT CITY, MARYLAND 21043

(301)461-2855
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AUTHORIZE PERIODIC ONSITE INSPECTION BY THE HOWARD SOIL
CONSERVATION DIiSTRICT OR THEIR AUTHORIZED AGENTS, AS ARE

DEEMED NECESSARY "

/

SIGNATUR

OF DEVELOPER

Ry

DISTRICT.
APPROVED:
¢
1SARICT DATE®

HOWARD SOIL CONSERVATION DISTRICT

J

AND ZONING ADMINISTRATION

CHIEF, BUREAU OF ENGINEERING

A ¢ &7 °NE

LOT T
LOTS DO THRL 27

APPROVED: HOWARD COUNTY HEALTH DEPARTMENT
FOR PUBLIC WATER AND SEWERAGE SYSTEMS

LoT Nﬂ

SUBDIV ISION SECTION/AREA TAX MAP Al AND 4G PARCEL NO. T
HAMMOMED  HilkheS z/ 044,77, 00-97 G ELECTION ©IST. HOWARZDO CO MARYLAND
PLAT NO. | BLOCKNO.[ZONE |Tax/ZNE {ELEC, DIST. | CENSUS TR. | BCALE 130 OATE : Decesera 19,
NOT - T = v Xe AG G LrOtaZ SHEET 1 OF 4
SEWER CODE
WATER CODE  _ 2500000
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PEIMANENT SEEDING NOTES:

Apoty T3 GRACED OR CLEAREY AREA NOT SUBJECT TO IMMEZ 2T: - ©7-i- DTSTURBANCE
A PEAMIHENT LONG-LIVED VESETATIVE COVER IS NEEDED.

SEEDBET PREPARATION: LOCSEN UPPER THREEZ-INCHES OF SJiL BY RAKING, DISCING JR J7HER
ACCEPTABLE MEANS BEFORE SccDING.

SOIL AMENDMENTS: IN LIEU OF SOIL TEST RECOMMENDATIONS, USt ONEZ QF 7=t FOLLOWING

SCHEJULE.

7} PREFERRED - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE {32 L35/1C00 SOQUARE =7
AND 600 LBS PER ACRE 10-10-10 FERTILIZER {14 LBS/100C SG.F7.0 BEFIREZ SEIZING.
HARRGW OR DISC INTO UPPER THREZ-INCHES OF SQIL. AT TIME OF SEzDING, ApeLY A0C

,LBS. PER ACRE 30-2-0 UREAFORM FERTILIZER (9 LBS/1000 5Q.FT.%,

2 ACCEPTABLE - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE {9
AND 1000 LBS PER ACRE 10-10-10 FERTILIZER {23 LBS/7100Q 33.7
HARROW JR DISC INTO UPPER THREE-INCHWES OF SCIL.

SEEDING: FOR THE PERIQDS MARCH 1 THRU APRIL 30, AND AUGUST 1 THRU CCTOBER 135, SEED
WITH 50 L3S PER ACRE (1.4 L8S/1000 SQ.FT.) OF XENTUCKY 31 TALL FESCUE. FOR THE PERIOC
MAY 1 THRY JULY 31, SEED WITH 60 LBS KENTUCKY 31 TALL FESCUE PER ACRE AND 2 LBS PER
ACRE (.05 LBS/IC7® SQ.FT.) OF WEEPING LOVEGRASS. DURING THE PERIOD JF OCTOBER 16 THRU
FEBRUARY 28, PROTECT SITE BY: QPTION (1) 2 TONS PER ACRE OF WELL ANCHORED STRAW MULCH
AND SEZD AS SOOM AS POSSIBLE IN THE SPRING. OPTION (2) USE SCD. OPTION (3) SEED WITH
60 LBS/ALRE KENTUCKY 31 TALL FESCUE AND MULCH WITH 2 TONS/ACRE WELL AMCHORED STRAW.

MULCHING: APPLY 13, TO 2 TONS PER ACRE (70 TO 90 LBS/100C SQ.FT.) OF UNROTTED SMALL

GRATY STRAW IMMEDTATELY AFTER SEEDRING. ANCHOR MULCH IMMEDIATELY AFTER APOLICATION

USING MULCH ANCHORING TOOL QR 218 GALLONS PER ACRE (5 GAL/10C0 S0.F7.) OF EMULSIFIED

ASPHPLT OM FLAT AREAS. ON SLOPES 8 FEET CR HIGHER, USE 348 GALLONS PER ACRE (8 GAL/1000

SQ.FT.) FOR ANCHORING. 1,

MAINTENANCE: INSPECT ALL SEEDED AREAS AND MAKE NEEDED REPAIRS, REPLACEMENTS AND

RESEEDINGS. TEMPORARY SEEDING NOTES: 2.
APSLY TO GRADED OR CLEARED AREAS L:KELY TO BE RECISTURBED WHERE A SHORT-TERM VESETATIVE x
COVER 1S NEEDED.

ANGLE FIRST STAKE TOWARD
PREVIQUSLY LAID BALE

FLOW

WITH BALES.

ALCHORING DETAIL
CORSTRUCTION SPECIF JCATIONS

ENDS TIGHTLY ABUTTING THE ADJACENT BALES.

THE BINDINGS ARE HORIZONTAL.

BALES SHALL BE SEC

BOUND BALES PLACED O CONTOUR

2 RE-BARS STEEL PICKETS,0R 22 STAKES 1
11/2 TO2 IN GROUND, DRIVE STAKES FLUSH

BALES SHALL BE PLACED AT THE TOE OF A SLOPE OR DN THE CONTOUR AND TN A ROW WITH
EACH BALE SHALL BE EMBEDDED [N THE SOIL A MINIMUM OF (H) INCHES, AND PLACED SC

U?Ea_v ANCHCRED [N PLACE BY EITHER TWO STAKES OR RE-BARS DRIVEN
THROUGH THE BALE. [ME FIRST STAKE IN EACH BALE SHALL BE DRIVEN TOWARD THE
STAKES SHALL BE 7.

PREVIOUSLY LAID BALE AT AN ANGLE TO FORCE THE BALES TOGETHER.

SEEDBED PREPARATION: LOQSEN UPPER THREEZ-INCHES OF SOIL BY RAKING, DISCING OR OTHER
ACCEPTABLE MEANS BEFORE SEEDING.

SOIL AMENDMENTS: APPLY 600 LBS PER ACRE 10-10-10 FERTILIZER (14 LBS/1000 SQ.77.)

SEEDING: FOR PERIODS MARCH 1 THRU APRIL 30 AND FROM AUGUST 15 THRU NOVEMBER 15, SEED 5.
WITH ¢'. BUSHEL PER ACRE OF ANNUAL RYE (3.2 LBS/1000 SQ.FT.). FOR THE PERICD MAY 1 THRU

AUGUST 14, SEED.WITH 3 LBS PER ACRE OF WEEPING LOVEGRASS (.07 LBS/1000 SQ.FT.). FOR

THE PERIOD NOVEMBER 16 THRU FEBRUARY 28, PROTECT SITE BY APPLYING 2 TONS PER ACRE OF

WELL ANCHORED STRAW MULCH AND SEED AS SOOM AS POSSIBLE IN THE SPRING, OR USE SOD.

MULCHING: APPLY 1's TO 2 TONS PER ACRE (70 TO 90 LBS/1000 SQ.FT.) OF UNRCTTED SMALL
GRATN STRAW IMMEGIATELY AFTER SEEDING. ANCHOR MULCH IMMEDIATELY AFTER APPLICATION
USTNG MULCH ANCHORING TOCL OR 218 GAL PER ACRE (5 GAL/1000 SQ.FT.) OF EMULSIFIED
ASPHALT ON FLAT AREAS. OM SLOPES, & FT. OR HIGHER, USE 348 GAL PER ACRE (8 GAL/1200
SQ.F7.) FOR ANCHORING. C .

REFER TO THE 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SQIL EROSION AND SEDIMENT
CONTROL FOR RATE AND METHODS NOT COVERED.

SEDIMENT CONTROL NCTES:

1) A MINIMUM OF 24 HOURS NOTICE MUST BE GIVEN TO THE HOWARD COUNTY CFFICE
OF INSPECTIONS AND PERMITS PRIOR TQ THE START OF ANY CONSTRUCTION
(992.2437).

2) ALL VEGETATIVE AND STRUCTURAL PRACTICES ARE TO B7 INSTALLED ACCORDING . . —
TO THE PROVISIONS OF THIS PLAN AND ARE TO BE IN CONFORMANCE WITH THE 1983

DRIVEN FLUSH WITH THE BALE.

NEET£D.

OR IMPEDE STORM FLOW OR DRAINAGE,

~NOT TO SCART

yide)

4, [NSPECTION SHALL BE FREQUENT AMD REPAIR REPLACEMENT SHALL BE MADE PROMPTLY AS

BalES SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFULNESS S50 AS NOT TO BLOCK

STRAVYW AR RIKE
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WOVEN WG FENCE (M M4 /2 GAUGE  MAX. 6 MESH ' R
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CONSTRUCTION SPECIFICATIONS

1., $tone Size - Use 2" stone, or reclaimed or recycled concrete equivalent.
2. Length - As required, but not less than 50 feet (except on 2 single resi-
dence lot where a 30 foot minimum length would apply).

3. Thickness - Not less than six (6} inches.

EXISTING]
PAVEMENT

PERSPECTIVE VIEW

y

WOVEN WIRE FENCE (1412 GA MIN , MAX
& MESN SPACING | WITH FILTER CLOTH ov:n-i‘—

—_— . Fluow
—

20"

367 MIN FEWCE POST
r

~—wire mesh

~

X & spacer

8

Curb Inlet Protection.

N 1 .

— UNDISTURBED GROUND

wt

T
EMBED FILTEN CLOTH
MIN 87 INTO GROUND /!

4, Width - Ten (10} foot minimum, but not less than the f.ll width at

points where ingress Or egress OCCuUrs.

5, Filter Cloth - Will be placed cver the entire area prior to placing of stone.
Filter will not be required on a single family residence lot.

SECTION |

6. Surface Water - All surface water flowing or diverted toward construction I =0 *]

entrances shall be piped across the entrance.

If piping is impractical,
a mountable berm with S:1 slopes will be permitted.

Maintenance — The entrance shall be maintained in a condition which will
prevent tracking or flowing of sediment onto public rights-of-way.

1. Woved WIRE FENCE TC BE FASTENED SECURE. .

This may ¢ FENCE POSTS WITH WIRE TIES OF STAPLES,

require periodic top dressing with additional stone as conditions demand

be removed immediately.

8. Washing - Wheels shall be cleansd to remove sediment prigg-tc entrance onto 3
public righta-of-way. When washing is required, it ;hl;l‘bc done On an area t
stabilized with stone and which drains into an lpp".l!'l.@iMCHt trap ping

device,

9. Periodic inspec.lion and needed malntenance shall be provided after each rain. y

STADILIZED CONSTRUCTION
ETOANCE
NOT TO SCALT

R 0o < :

MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL ERQSION AND SEDIMUNT CONTROL. |
3) FOLLOWING INITIAL SOIL DISTURBANCE OR REDISTURBANCE, PERMANENT OR TEMPORARY - - l Z

STABILIZATION SHALL BE COMPLETED WITHIN: a) 7 CALENDAR DAYS FOR ALL PERIMETER O SOTTHAMFTON] H%

SEDIMENT CONTROL STRUCTURES, DIXES, PERIMETER SLOPES AND ALL SLOPES GREATER {; - _

THAN 3:1, b) 14 DAYS AS 7O ALL OTHER DISTURBED QR GRADED AREAS ON THE PROJECT @

SITE. -
4) ALL SEDIMENT TRAPS/BASINS SHOWN MUST BE FENCED AND WARNING SIGNS PCSTED

S
]

OUTHAM ITTO Nl SAT

& ?1 i%’

and repair and/or cleancut ©f any measures used to trap sediment. All
sadiment spilled, dropped, washed or tracked onto public rights-of- way must

Fi_7ER CLOTH TO BE FASTENED SEIURELY TC
WOVES WIRE FENCE WITW TIES $P&C2
gvERY 24" AT TOP AND MID SECTIOM,

o

TWO SECTIONS OF FILTER CLOTH
AnUoIN EACH OTHER THEY SHALL BE COVER-
LAPPED BY SIX INCHES AND FOLDEL,

MaINTENANCE SHALL BE PERFORMED AS
NESDED AT MATERIAL REMOVED WHEN
BULGES™ DEVELOP IN THE SILT FEMCE,

Slel FEMNCE

~NOT TO SCALE

MIN STANDARD $TYMBOL

POSTS: Sreec EIpER T or U

TYPE OR HARDWOUD

e 5.
O O B s et

FILTER C&OTH-. FILTER X,
Wirart %, STABI-
E:w oR ApeROVED

P‘.E:ABRIETED WNIT: Georas,
NVIROFENCE, OR APPROVED

—( E L I-’ﬂ‘;_\—rar,\i L)

- D'-
4 Ol 4310

ARQUND THEIR PERIMETER IN ACCORDANCE WITH YOL. 1, CHAPTER 12, OF THE HOWARD i
COUNTY DESIGN MANUAL, STORM DRAINAGE.

£) ALL DISTURBED AREAS MUST BE STABILIZED WITHIN THE TIME PERIQU SPECIFIED ABOVE
IN ACCORDANCE WITH THE 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL
ER0SION AND SEDIMENT CONTROL FOR PERMANENT SEEDINGS (SEC.51} SCO (SEC.547,
TEMPORARY SEEDING (SEC.50) AND MULCHING (SEC.52). TEMPORARY STABILIZATION WITH
MULCH ALONE CAN ONLY BE DONE WHEN RECOMMENDED SEEDING DATES DO NCT ALLOW FOR

© E L
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1]
)
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+
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a4 2

Attach a continuous plece of wire mesh (30" min. width by
throat length plus 4') to the 2" x 4" weir (measuring throat

length plus 2') as shown on the standard drawing.
LY LA
CULEVK
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Place a piece of approved filter cloth (40-85 sieve) of the R
same dimensions as the wire mesh over the wire mesh and ii

securelv attach to the 27 x 4" weir,

Securely nail the 2" x 4" weir to 9" long vertical spacers to
be located between the weir and i{nlet face (max. 6' apart).

Place the agsembly against the inlet throat and nail (minimum
2' lengths of 27 x 4" to the top of the welr at spacer
locations. These 2" x 4" anchors shall extend across the

inlet top and be held in place by sandbags or alternate weight,

The assembly shall be piaced so that the end spacers are a
vinimum !' bevond both ends of the throat cpening.

Form the wire mesh and filrer cloth to the concrete gutter and
against the face of curb on both sides of the inlet. Place
clean 2" stone over the wire mesh and filter fabric in such a
manner as to prevent water from entering the inlet under or
around the filter cloth.

This type of protection must be inspectad frequently and the
filrer cloth and stone replaced when ciogged with sediment.

Assure that storm flow does not bypass inlet by installing
temporary earth or asphalt dikes directing flow into inlet.

NLET PROTECTION
NOT TO SCA-E

PROPER GERMINATION AND ESTABLISHMENT OF GRASSES.

6) ALL SEDIMENT CONTRQL STRUCTURES ARE TO REMAIN [N PLACE AND ARE 7O BE MAINTAINED
IN OPERATIVE CONDITION UNTIL PERMISSION FOR THEIR REMOVAL HAS BEEN OBTAINED FROM
THE HOWARD COUNTY SEDIMENT CONTROL INSPE"TOR.

7) SITE ANALYSIS:
TOTAL AREA OF SITE
AREA DISTURBED
AREA TO 3E ROOFED OR PAVED
AREA TO BE VEGETATIVELY STABILIZED
TOTAL_CuT
TOTAL™E TLL
OFFSITE WASTE/BORROW AREA LOCATION
8) ANY SEDIMENT CONTROL PRACTICE WHICK IS DISTURBED BY GRADING ACTIVITY FOR
PLACEMENT OF UTILITIES MUST BE REPAIRED ON THE SAME DAY OF DISTURBANCE.
9} ADCITIONAL SEDIMENT CONTROLS MUST BE PRCVIDED, IF DEEMED NECESSARY BY THE HOWARD
COUNTY DPW SEDIMENT CONTROL INSPECTOR.

Q. ACRES
ACRES
ACRES
ACRES
TR YOS,
CU.YDS.

ad 750

.
L.

APPROVED
BMSION OF LAND DEVELOPMENT &
ZONING ADMINISTRATION .
NOWARD COUNTY, MARYLAND
T 4-13-87
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NOT TO SCALE

OWNER

HAMMOND HILLS ASSOCIATES LIMITED PARTNERSHIP
SUITE 210

9030 RED BRANCH ROAD

COLUMBIA, MARYLAND 21045

TELEPHONE: 740-3323

DEVELOPER

RYAN HOMES INC.

SUITE 215

14440 CHERRY LANE COURT
LAUREL, MARYLAND 20707
TELEPHONE: 498-4300

sy

& ENGINEER'S CERTIFICATE
If | HEREBY CERTIFY THAT THIS PLAN FOR EROSION AND SED-
:i‘ IMENT CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN

F|SHERlCOLLINS 8 CARTER. INC BASED ON MY PERSONAL KNOWLEDGE OF THE SITE GONDITIONS

AND THAT |IT WAS PREPARED IN ACCORDANCE WITH THE REQUIRE-
Cl\_/I,L_kNGINEERS 8 LAND SURVEYORS MENTS wu 2% SOIL CONSERVATION DISTRICT.
8388 COURT AVENUE

‘
é“ - .“."‘q. (
\ + J;‘ 4,9.

ELLICOTT CITY, MARYLAND 21043

(301)461-2855

DEVELOPER'S CERTIFICATE

“|/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION
WILL BE OONE ACCORDING TO THIS PLAN OF DEVELOPMENT AND PLAN
FOR EROSION AND SEDIMENT CONTROL AND THAT ALL RESPONSIBLE
PERSONNEL INVOLVED IN THE CONSTRUCTION PROJECT WILL HAVE A
CERTIFICATE OF ATTENDANCE AT A DEPARTMENT OF NATURAL
RESOURCES APPROVED TRAINING PROGRAM FOR THE CONTROL OF SED-
IMENT AND EROSION BEFORE BEGINNING THE PROJECT | ALSO
AUTHORIZE PERIODIC ONSITE INSPECTION BY THE HOWARD SOIL
CONSERVATION DISTRICT OR THEIR AUTHORIZED AGENTS, AS ARE
DEEMED NECESSARY

473/

REVIEWED FOR HOWARD SOIL CONSERVATICON
AND MEETS TECHNICAL REQUIREMENTS

K-29-27

DISTRIC

DATE

OIL CONSERVATION SERVICE

APPROVED: OF FICE OFp PLANNING AND ZONING

APPROVED: DEPARTMENT OF PUBLIC WORKS.
FOR PUBLIC

SYSTEMS AND|ROADS.

THIS DEVELOPMENT 15 APPROVED FOR EROSION AND
sd@IMENT CONTROL BY THE HOWARD SOIL CONSERVATION

DESTRICT.
APPROVED:

ISPRICT DATE -

VELOPER v DATE

HOWARD SOIL CONSE RVATION DISTRICT

DEVELOPMENT
AND ZONING ADMINISTRATION

ATER 8 SEWER AND STORM DRAINAGE

S-1A)

NOTES AND OETAULS

r APPROVED: HOWARD COUNTY HEALTH DEPARTMENT
FOR PUBLIC WATER AND SEWERAGE SYSTEMS

WATER CODE  £.1&

SEWER CODE 500000

DATE HAMNMOND Hlleed
SECTION T ARZEA
o o y " LOTS 9 THERW 44
CHIEF, BUREAU OF ENGINEERING ‘ﬁ LOT 7
L [ LOTS DO THRu o7
SUBDIV ISION SECTION/AREA | WOT NO. TAX MAE 41 AND 4G PADCEL NO 2
FAMMOND  HILLS z/s 89-44,77,00-97 G™ ELECTION DIST.  HOWARD CO MARYLAND
= PILAT MO BLOCK NO.| ZONE [TAX/ZONE [ELEC_ DJST. | CENSUS TR. SCALLE -AS SHOVVIN OATE : Recemeer (@,/586
P ;__3"‘]-&7 Toz - 1100 B [eE & G SHEET 4 OF4

SOF o7 12



